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CSD-A-789.2) T
APOLLO OPERATIONS HANDBOOK - EMU

PREFACE

This document is the first revised issue of Volume II of the AOH. This
revision incorporates Crew Procedures Change Requests 1 through 53.
Change requests released subsequent to the publication of this revision

will be numbered sequentially with the next change number (i.e., 54 and
on).
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FOREWORD

This handbook, sections 4 and 5, of the Apollo Operations Handbook (AOCH)
series, is bound separately as Volume II ard pertains only to the Extra-
vehicular Mobility Unit (EMU). Volume I of the AOH contains sections’1,
2, and 3, and pertains to the description of the EMU.

The operational procedures are written specifically for Missions 12
through 15 EMU hardware and will be superseded by a mission oriented
checklist which is reviewed by CSD for unique hardware procedures. Both
the operational procedures and the malfunction procedures will be updated
for the mission.

This handbook is composed of two major sections:

a. Section U provides a step-by-step operational procedure for activa-
tion and deactivation of EMU subsystems.

b. BSection 5 provides emergency procedures for critical EMU symptoms
and continuing diagnosis during EVA and post-EVA to determine the
EMU malfunction.

Inquiries concerning this hahdbook should be addressed to Crew Systems
Division, Apollo Support Branch, MSC, mail code EC9 or to Flight Crew
Support Division, EVA Branch, Office Code CF25,
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