12/8/71

DATE

G
2-1

IMU_POWER UP_PROCEDURE

LOGIC POWER 2/3-on
FDAI POWER - BOTH
FDAI SELECT - 1/2
CMC MODE - FREE

1 G/N IMU PHR - on (up)
NO ATT 1t - on (90 sec)
NO ATT 1t - out
Wait 15 sec (To allow PIPA inhibit
reset)

2 V37E XXE
*If CMC not available: »
* G/N IMU PHR - on(up) *
* MWait 90 sec *
* MU CAGE - on(up) 5 sec,*
* then release *

IMU _POWER DOWN PROCEDURE
CMC MODE - FREE
G/N IMJ PWR - OFF

*ISS warning*
*5“ *

#IF Zmy PWR OFF, Wait 5 #

N PRIOR ¢to PwR oN
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6
2-2

MEASUREMENT & LOADING OF PIPA BIAS

DET - RESET
SC RATES <0.1°/sec
CMC MODE - FREE

V25N 21E, E,E,E/Start Event Timer

V06 N21 (do not ENTR)
XYZ PIPA COUNTS

At T + 1:04 - ENTR
(X) R (Y) R2 __ (Z) R3 ___ (+000AB)

V21N 01E (use same sign as above)

1452 E (CALCULATED X BIAS) E,E,(+AB00O)
1454 E (CALCULATED Y BIAS) E,E

1456 E (CALCULATED Z BIAS) E

CMC_POWER UP_PROCEDURE

PRO, hold (~5 sec) until STBY 1t - out
(repeat, if necessary)
*CMC warning, RESTART PROG ALARH*
*RSET and continue

12/8/7

DATE

00E

P06 - CMC POWER DOWN PROGRAM

V48E

Load 0 (NO DAP) in left digit of Rl
PRO, PRO, PRO

V46E

V37E O6E
F 5025 00062 CMC PWR DN
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PRO, hold (~5 sec) until STBY 1t - on
(repeat, if necessary)







