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PRE CSM SEPARATION

viv - OPEN until
CAB PRESS = 5.7, then close
cb DOCK PROBE (2) - close (verify)

COAS PWR - on

ALIGN GDC SIVB MNVR (& =}
*If LV GUID - CMC: * SEP (__:_:___)
* Mnvr to SEP AIT *
* Do not reload DAP*

Load RCS DAP

R1=11103, R2=01111
V46E OMNI ANT-C

Load N17 (SEP) & N22 (EXTRACTION)
V63E (Monitor SIVB Mnvr) (TB7 + 15 min)

*If error needles not nulled: *
*V60E (SIVB #1.8°db)*
* V16 N20E .
* R22 = 300° - R20 x
* P22 = P20 + 180° .
* Y22 = 360° - Y20 *
* R P Y *
*N20 *
* *
*N22 ®
* *

*

*Load new Docking Attitude

CSM_SEPARATION PREP

E L - RETRACT (verify)
RCS TRNFR - SM (verify)
SM RCS PRPLNT tb (8) - gray (verify)
AUTO RCS SELECT (16) - MNA/MNB
Perform EMS NULL BIAS CHECK, pg G/2-5
Set aVC to -100.0
EMS FUNC - avy
FDAI SCALE - 5N
MAN ATT (3) - RATE CMD
LIMIT CYCLE - OFF (verify)
ATT DB - MIN
RATE - LOW

NORM SC/BOOSTER SEP






